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Gantry robotic palletiser P40 with:

Single pallet position on factory floor
Standard vacuum pick & place head
Controlled by Siemens PLC, S7-series

Fully automatic gantry  
robotic palletiser P40 with:

Pallet magazine / dispenser
Layer pad dispenser

Pallet roller conveyors
Pallet truck ramp

Special vacuum / gripper pick & place head
Controlled by Siemens PLC, S-7 series 

Gantry robotic palletiser P40-2 with: 

Double pallet position on factory floor
Special vacuum pick & place head  

for picking up multiple packs
Controlled by Siemens PLC, S7-series

Special pick & place head for 27 kg cases with heavy duty 
vacuum suction cups on one long side of the case and a 
counter clamp on the opposite, long side of the case

 

Special pick & place head with vacuum suction cups 
on one long side of the case, a counter clamp on the 

opposite, long side of the case and ...two flexible  
arms for picking up layer pads.

 

Special vacuum suction pick & place head  
for picking up 4 cases at a time

PALSYS Portaalrobot P40
De robot is geschikt voor het palletiseren van dozen, trays, kratten, 

krimpverpakkingen en zakken. Alle 4 servo-aangedreven bewegingen zijn vrij 
programmeerbaar en verlopen zeer vloeiend. De robot is uitgerust met twee vast 
opgestelde servo motoren, zodat de Z-as zeer licht uitgevoerd kan worden. De 
robot palletiser wordt direkt aan het einde van een bestaande lijn opgesteld. De 
produkten worden door de robot met een vacuüm of een mechanische grijper 

opgepakt en volledig vrij programmeerbaar op de pallet geplaatst.

Kapaciteit: tot 10 vluchten / minuut
Gewicht: standaard max. 30 kg aan de grijper

Besturingskast: geïntegreerd in portaalframe
Servo motoren: SEW

Lineairgeleidingen: Rollon
Vacuüm: Festo-venturi’s

Besturing: Siemens S7-300 met ‘Simatic’ Touch-Screen-Display

PALSYS Palettierroboter P40
Zum Palettieren von Kartons, Trays, Behälter oder Säcke. Ein vierachsiges 
Robotersystem steuert die Bewegungen. Extrem stabiles Portalsystem mit 

dynamisch,  dauerhaften Linearführungen. Optimale Flexibilität durch Pick & 
Place Servo-Technik. Befüllung von Gitterboxen oder Behältnissen möglich. 

Stapelschemen sind direkt an der Maschine programmierbar. Im Nachhinein 
durch autom. Palettenwechselsystem erweiterungsfähig.

Leistung: 10 Takte / Minute
Produktgewicht: standard max. 30 Kg

Schaltschrank: im Roboterrahmen integriert
Servo-Motore: SEW

Linearführungen: Rollon
Vakuum: Festo-Venturi

Steuerung: SIEMENS S7-300 mit ‘Simatic’ Touch-Screen-Display

PALSYS Gantry Robotic Palletiser P40
The servo driven, four axis modular gantry robotic palletisers are ideally suited 
for palletising of cartons, SW packs and large cases Smooth movements are 

guaranteed to ensure low mechanical strain and speed of up to 10 movements 
per minute. Housed within a rigid steel frame, the palletiser offers a versatile, 

compact solution for all kinds of palletising applications. On-screen programming 
allows for easy adding of new stacking patterns or altering of existing stacking 

patterns Having established the required stacking pattern(s), simply save the 
program and the palletiser is ready for operation

Capacity: Up to 10 movements per minute
Maximum pick-up: Standard model up to 30 kg

Control cabinet: integrated in gantry frame
Servo drive motors: SEW

Movements: High speed linear guides ‘Rollon’
Vacuum: Festo-Venturi

Controls: SIEMENS S7-300 with ‘Simatic’ Touch-Screen-Display
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